
«PeakTech® P TK-250» Sonda per oscilloscopio, 250 MHz, 10:1/1:1

49,90 €
Prezzi incl. IVA più costi di spedizione

Codice prodotto: P TK-250

GTIN/EAN: 4250569400025

Descrizione

Universally applicable oscilloscope probe for every commercially available oscilloscope. There is a crocodile clip on

the side of the probe as a ground connection. The outer BNC connector is made of metal and therefore has ground

contact. The tip of this probe has a metal contact for connection to the test voltage, the probe is also supplied with a

cable clamp to create a permanent connection with the pin or cable to be measured. This probe convinces with

good workmanship, extensive accessories and a good price / performance ratio.

Caratteristiche tecniche

Sonda di alta qualità con connettore BNC

Applicabile universalmente a tutti gli oscilloscopi

Predeterminazione commutabile 1: 1 o 1:10

Ampia dotazione di accessori per la sonda

Specifiche

Connessione d'ingresso: Greifhaken (starr), Prüfspitze

Connessione di uscita: BNC Stecker
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Contiene: Aufsätze, Kalibrierwerkzeug, Tastkopf

Larghezza di banda: 250 MHz

Pre-attenuazione: 1:1, 10:1

Unità di imballaggio: 1 Stk.
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